
1700 W 98TH ST.
BLOOMINGTON MN 55431
PHONE (952) 563-8700

AutoCAD SHX Text
O-RING GASKET OR BITUMASTIC MATERIAL AT EACH BUTTED JOINT SURFACE AND AT BASE SLAB

AutoCAD SHX Text
27"

AutoCAD SHX Text
12" TOP SECTION  REQUIRED

AutoCAD SHX Text
3" MIN.

AutoCAD SHX Text
OUTLET PIPE

AutoCAD SHX Text
INLET PIPE

AutoCAD SHX Text
8"

AutoCAD SHX Text
MN/DOT S.P.4010H 2" ADJUSTING RINGS AS NEEDED. (6" MIN. TO 12" MAX.) SET EACH RING IN A  FULL BED OF MORTAR.

AutoCAD SHX Text
NOTE: USE OFFSET 27"  FLAT TOPALIGN OPENING OVER DEVICE

AutoCAD SHX Text
SAFL BAFFLE, OR APPROVED EQUAL, AND HARDWARE TO BE PROVIDED BY THE CONTRACTOR. INSTALL PER MANUFACTURERS SPECIFICATIONS. 

AutoCAD SHX Text
OUTLET  PIPE

AutoCAD SHX Text
INLET  PIPE

AutoCAD SHX Text
%%U211 - SUMP MH PRETREATMENT DEVICE

AutoCAD SHX Text
36"MIN

AutoCAD SHX Text
FRONT

AutoCAD SHX Text
SIDE

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
18" OR 24"

AutoCAD SHX Text
SAFL BAFFLE PANEL

AutoCAD SHX Text
H*

AutoCAD SHX Text
3/2022

AutoCAD SHX Text
27"  

AutoCAD SHX Text
H*

AutoCAD SHX Text
211 - SUMP MH PRETREATMENT DEVICE.DWG

AutoCAD SHX Text
*SEE STORM SEWER PLANS AND SPECIAL PROVISIONS FOR PANEL HEIGHT

AutoCAD SHX Text
CONFIGURATION WILL VARY WITH MULTIPLE INLET PIPES.

AutoCAD SHX Text
4"

AutoCAD SHX Text
ENGINEERING DIVISION  PUBLIC WORKS DEPARTMENT

AutoCAD SHX Text
LAST REVISED: 3/9/20223/9/2022

AutoCAD SHX Text
211 - Sump MH Pretreatment Device

AutoCAD SHX Text
LAST REVISED BY: KBO

AutoCAD SHX Text
PLATE NAME:

AutoCAD SHX Text
H:\CAD_COMN\Details Updated\200 - STORM\211 - Sump MH Pretreatment Device


	Sheets and Views
	Layout1


