
O-RING GASKET OR
BITUMASTIC MATERIAL
AT EACH BUTTED
JOINT SURFACE.

MN/DOT S.P.4010 STANDARD SHORT CONE SECTION FOR 48" DIA. MH.

PRECAST
REINFORCED
CONCRETE
SECTIONS
AS NEEDED.

MN/DOT S.P.4011 PRE-CAST BASE PLACED ON 3" CAST IN PLACE CONCRETE, 6" CLEAN SAND, FOUNDATION MATERIAL OR 8" POURED CONCRETE BASE ON  UNDISTURBED EARTH.

MN/DOT S.P.4010 2" ADJUSTING
RINGS AS NEEDED (6" MIN. TO 12"
MAX.)

12" TOP SECTION

INLET PIPE.

27"

48"

12"

{\L204 - STD MH (PRIVATE TRAP MH)}

PVC ELBOW FASTENED TO
WALL WITH A MIN OF 2
SS STRAPS STRAPS TO
BE 1-1/2"x22GA. STAINLESS STEEL
FASTENED TO MANHOLE
WALL W/ 1/2" ANCHOR BOLTS
(REDHEAD TYPE ANCHORS). USE 4
BOLTS PER STRAP.

OUTLET  PIPE

APPROVED
COMMERCIALLY
PRODUCED ADAPTER
ENCASED IN 6" MIN. THICKNESS
CONCRETE COLLAR.

4"
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