
%%U318 - FIRE-DOMESTIC SERV
318 - FIRE-DOMESTIC SERV.DWG

MOUNT METER HORIZONTALLY
WITH GATE VALVE ON INLET
AND CHECK VALVE ON OUTLET
USE ALL BRASS VALVES, PIPE
AND FITTINGS

\A1;FULL FLOW APPROVED FIRE VALVES

COAT TIE RODS
TO PREVENT
RUST AND PROVIDE
SLEEVES THROUGH
FLOOR SLAB

THESE VALVES MUST
BE IN PLACE BEFORE
HYDROSTATIC TESTING

SEE COMMERCIAL AND INDUSTRIAL
METER SETTING DETAIL FOR INSTRUCTIONS
AND PIPE SUPPORT REQUIREMENTS

\A1;DOMESTIC
\A1;FIRE

WATERMAIN MUST
TERMINATE WITH
M.J. FLANGE ADAPTOR OR
THREAD-ON
FLANGE, UNIFLANGE IS
{NOT} APPROVED

DETECTOR CHECK
VALVE

\A1;PIPE SUPPORT AS REQUIRED

12"MIN/34"MAX
NOTE: ALL PIPE AND FITTINGS LARGER THAN 2 INCHES IN DIAM. AND UPSTREAM
OF WATER METERS SHALL BE EPOXY OR CEMENT MORTAR LINED
IN ACCORDANCE WITH AWWA C104 OR AWWA C116

\A1;EXTEND TIE RODS TO FULLY RESTRAINED BASE ELBOW
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